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Oprawy Przemysłowe  • Industrial luminaires Oprawy Przemysłowe  • Industrial luminaires 

NEPTUN PC

A sealed industrial luminaire for T8 linear 
fluorescent lamps with additional protec-
tion against solid objects, splashing water 
sprayed from any direction and shocks. 
The luminaire is ideal for dusty and hu-
mid places. The diffuser made of poly-
carbonate ensures full protection against 
mechanical damages. A wide range  
of accessories offered enables quick instal-
lation.   

A luminaire designed to create tube 
fluorescent lighting systems. The entire 
luminaire is made of white powder-
coated steel sheet. Individual compo-
nents are joined with a connector system.  
The luminaire is through wired to enable 
quick and easy installation. Both standard  
and electronic starter systems are 
available depending on customers’ re-
quirements. The luminaire is designed  
for industrial and other types of buildings, 
where high illuminance and uniformity  
of light distribution are required.  

Wymiary / Dimensions

Wymiary / Dimensions

Neptun PC

Szczelne oprawy sufitowe do lamp fluores-
cencyjnych T8, zapewniające dodatkową 
ochronę przed penetracją ciał obcych  
i strumieni wody ze wszystkich kierunków 
oraz przed skutkami przypadkowych 
uderzeń. Doskonałe do instalacji w wilgo-
tnych i zapylonych pomieszczeniach. Klosz 
poliwęglanowy zapewnia  maksymalną 
ochronę przed uszkodzeniami mechani
cznymi. Szeroki zestaw akcesoriów 
umożliwia, szybki montaż. 

Typ	 A	 B	 h	 L
Type	 [mm]	 [mm]	 [mm]	 [mm]

1x18W	 660	 86	 90	 50
1x36W	 1270	 86	 90	 1050
1x58W	 1570	 86	 90	 1350
2x18W	 660	 136	 90	 50
2x36W	 1270	 136	 90	 1050
2x58W	 1570	 136	 90	 1350

Agaline

Oprawa systemowa do tworzenia linii 
świecących. Całość wykonana z blachy 
stalowej lakierowanej proszkowo  
na biało. Poszczególne elementy sys-
temu  połączone ze sobą za pomocą sys-
temu łączników. Oprawy są okablowane 
przelotowo co zapewnia szybki i łatwy 
montaż . W systemie stosuje się układy 
zapłonowe konwencjonalne lub elektro
niczne, według wymagań klienta. Zasto
sowanie w obiektach przemysłowych i in-
nych, gdzie do uzyskania są duże wartości 
natężenia przy jednoczesnym zachowaniu 
wysokiej równomierności oświetlenia.  

Typ	 A	 B	 h	 A1	 A2
Type	 [mm]	 [mm]	 [mm]	 [mm]	 [mm]

1x36W	 1230	 170	 86	 1330	 200
1x58W	 1530	 170	 86	 1630	 200
2x36W	 1230	 170	 86	 1330	 200
2x58W	 1530	 170	 86	 1630	 200
3x36W	 1230	 170	 86	 1330	 200
3x58W	 1530	 170	 86	 1630	 200
2x1x36W	 2460	 170	 86	 2560	 200
2x1x58W	 3060	 170	 86	 3160	 200
2x2x36W	 2460	 170	 86	 2560	 200
2x2x58W	 3060	 170	 86	 3160	 200
2x3x36W	 2460	 170	 86	 2560	 200
2x3x58W	 3060	 170	 86	 3160	 200

Nazwa	 Moc	 Źródło 	 Trzonek 	 Waga 	 Objętość	 EAN
Name	 Wattage	 Light 	 Socket	 Weight	 Capacity	 EAN	  
		  Sources	 	 [kg]	 [m3] 

KVG						    
NPC 118 I65	 1x18W	 T8	 G13	 1,40	 0,008	 5904215648697
NPC 136 I65	 1x36W	 T8	 G13	 1,80	 0,017	 5904215648666
NPC 158 I65	 1x58W	 T8	 G13	 2,30	 0,024	 5904215648673
NPC 218 I65	 2x18W	 T8	 G13	 1,70	 0,012	 5904215648680
NPC 236 I65	 2x36W	 T8	 G13	 2,10	 0,025	 5904215648642
NPC 258 I65	 2x58W	 T8	 G13	 2,60	 0,033	 5904215648659
EVG						    
NPC 118 I65 G9	 1x18W	 T8	 G13	 1,20	 0,008	 5904215660507
NPC 136 I65 G9	 1x36W	 T8	 G13	 1,60	 0,017	 5904215660521
NPC 158 I65 G9	 1x58W	 T8	 G13	 2,10	 0,024	 5904215660545
NPC 218 I65 G9	 2x18W	 T8	 G13	 1,50	 0,012	 5904215660514
NPC 236 I65 G9	 2x36W	 T8	 G13	 1,90	 0,025	 5904215660538
NPC 258 I65 G9	 2x58W	 T8	 G13	 2,40	 0,033	 5904215660552
		
		

Nazwa	 Moc	 Źródło 	 Trzonek 	Waga 	 Objętość	EAN	 Kolor
Name	 Wattage	 Light 	 Socket	 Weight	 Capacity	 EAN	 Colour
		  Sources		 [kg]	 [m3] 

AL 136 G8K B1	 1x36W	 T8	 G13	 3,60	 0,025	 5904215642459
AL 158 G8K B1	 1x58W	 T8	 G13	 4,40	 0,030	 5904215630456
AL 236 G8K B1	 2x36W	 T8	 G13	 3,80	 0,025	 5904215622697
AL 258 G8K B1	 2x58W	 T8	 G13	 4,60	 0,030	 5904215617839
AL 336 G8K B1	 3x36W	 T8	 G13	 4,00	 0,025	 5904215691921
AL 358 G8K B1	 3x58W	 T8	 G13	 4,80	 0,030	 5904215691938
AL 2x136 G8K B1	 2x1x36W	 T8	 G13	 7,00	 0,051	 5904215691945
AL 2x158 G8K B1	 2x1x58W	 T8	 G13	 8,10	 0,061	 5904215666295
AL 2x236 G8K B1	 2x2x36W	 T8	 G13	 7,40	 0,051	 5904215691952
AL 2x258 G8K B1	 2x2x58W	 T8	 G13	 8,50	 0,061	 5904215621096
AL 2x336 G8K B1	 2x3x36W	 T8	 G13	 7,70	 0,051	 5904215691969
AL 2x358 G8K B1	 2x3x58W	 T8	 G13	 8,80	 0,061	 5904215691976
			 
		

BIOTON - Ożarów Mazowiecki

Typ	 L1	 L2	 L3	 L4
Type	 [mm]	 [mm]	 [mm]	 [mm]

1x36W	 1100	 90	 1166	 1230
1x58W	 1400	 90	 1466	 1530
2x36W	 1100	 90	 1166	 1230
2x58W	 1400	 90	 1466	 1530
3x36W	 1100	 90	 1166	 1230
3x58W	 1400	 90	 1466	 1530
2x1x36W	 2330	 90	 2397	 2460
2x1x58W	 2932	 90	 2997	 3061
2x2x36W	 2330	 90	 2397	 2460
2x2x58W	 2932	 90	 2997	 3061
2x3x36W	 2330	 90	 2397	 2460
2x3x58W	 2932	 90	 2997	 3061


